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Introduction
The Quinn Fluid Flow Model (QFFM) is a totally new and novel theory of fluid dynamics in closed conduits. The underlying intellectual property is owned by The Wrangler Group LLC (TWG). It has been developed from first principles and applies to fluid flow in both packed and empty conduits across the entire fluid flow regime including laminar, transitional and turbulent. The model has been validated by applying it to classic studies in both categories of flow embodiments and, in each case, to studies in all fluid flow regimes.
[bookmark: _GoBack]The QFFM can be expressed in two formats. The first format is a dimensional manifestation in which the measured differential pressure across the ends of a conduit is compared to the measured resultant flow rate of the fluid according to the relationships dictated by the model among the many independent and dependent variables pertaining to the physical fluid flow embodiment and pertaining to the fluid itself. The second format is a dimensionless manifestation, which we call Quinn’s Law, where all the individual respective contributions to the pressure drop/fluid flow relationship have been normalized between the model’s two entities, which we call the “Quinn reduced pressure” and the “fluid current” and which we denote with the symbols PQ and Qc, respectively. 
Any given combination of the underlying variables prescribed by the QFFM will have a unique pressure drop at any given flow rate. Accordingly, the QFFM is capable of distinguishing between valid and invalid data.  In particular, the QFFM can identify a mismatch between a practitioner’s statement of the values he/she claims to have measured or calculated for the QFFM variables and the practitioner’s measured flow rate and pressure drop. We consider any mismatch to be an invalid empirical result. It follows that for every invalid empirical result there is but one valid corrected result.
Before one can apply Quinn’s Law to any given empirical result that result has to be validated using the dimensional manifestation of the QFFM. This, in turn, is because one cannot normalize properly for all the individual respective contributions unless all the variables are correctly identified and their values are commensurate with the measured pressure drops and fluid flow rates.  In general, we can state that since most of the underlying variables pertaining to a fluid flow embodiment are relatively easy to measure, the correction usually pertains to the more difficult-to-measure variables. In the case of a packed conduit, the problematical measurements include particle sphericity, average particle diameter and conduit external porosity, In the case of an empty conduit, the weak link in terms of measurability is the conduit’s inner wall roughness. 
QFFM is a unique and powerful new tool in the arsenal of the fluid flow practitioner. In particular, when experiments are conducted in the transitional and/or turbulent regimes, the conventional methodology does not provide any reliable way to verify the accuracy of the results across a broad spectrum of Reynolds numbers. Thus, it is in these regions of the fluid flow regime that the QFFM will be shown to be most useful. In fact, it is a direct consequence from the statements contained herein that one needs only to measure pressure drop and fluid flow rate to evaluate the quality of one’s experimental technique. This new development in fluid dynamics means that those of us who have spent our entire lives doing fluid flow measurements can now enjoy the same benefits as our counterparts within the field of electricity and magnetism.

Paper Summary
We review here a published article in Chem. Ind. Chem. Eng. Q.21 (3) 419-427 (2015), entitled PRESSURE DROP IN PACKED BEDS OF SPHERICAL PARTICLES AT AMBIENT AND ELEVATED AIR TEMPERATURES by Pesic et al. For easy reference to the reader, we print here in its entirety the abstract in the paper.

Paper Abstract


The aim of this work was the experimental investigation of the particle friction factor for air flow through a packed bed of particles at ambient and elevated temperatures. The experiments were performed by measuring the pressure drop across the packed bed, heated to the desired temperature by hot air. Glass spherical particles of seven different diameters were used. The temperature range of the air flowing through the packed bed was from 20 to 350 °Candy the bed void ages were from 0.3574 to 0.4303. The obtained results were correlated using a number of available literature correlations. The overall best
Fit of all of the experimental data was obtained using the Ergun equation, with mean absolute deviation of 10.90%. Ergun’s equation gave somewhat better results in correlating the data at ambient temperature with mean absolute deviation of 9.77%, while correlation of the data at elevated temperatures gave
Mean absolute deviation of 12.38%. The vast majority of the correlations used gave better results when applied to ambient temperature data than to the data at elevated temperatures. Based on the results obtained, the Ergun equation is proposed for friction factor calculation both at ambient and at elevated temperatures.

Data Analysis
TWG has performed an extensive evaluation of the above referenced published article utilizing the QFFM.  We commence our evaluation of the paper with an in-depth analysis of the reported data.

In our Fig. A, we include a selected summary of the data referred to in the paper, presented via the dimensional manifestation of the QFFM. It should be appreciated that since the authors saw fit not to report their data in a non-normalized fashion, we are unable to comment on the authenticity of their measurements. They chose to present their data in the normalized format of friction factor plotted against Reynolds number. This methodology does not allow one to independently assess the quality of the measured data since we have no idea if the values of the individual variables used to normalize the measured pressure drop were commensurate with the measured pressure drop and flow rate combination, in the first instance.
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Fig. B
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In Fig. B herein, we have provided our validation of the selected summary of the data contained in our Fig.A. by a comparison of the data to Quinn’s Law. This normalized relationship is presented herein in the form of a plot of PQ versus QC, which is the frame of reference of Quinn’s Law. This frame of reference is a transformation derived from the dimensional fluid flow relationship embedded in the QFFM. The relationship between these two unique reduced Quinn parameters is linear. However, we chose to present it as a log-log plot herein to provide emphasis at both extremes of the fluid flow regime. This plot is based upon both our own experimental data and independent accepted classical reference data which cover flow in both packed and empty conduits, over the entire fluid flow regime.  (Note that the three distinct flow regimes of laminar, transitional and turbulent are clearly marked in the log-log plot.)  As can be seen, the data reported in this paper, and as displayed in the form of a plot of PQ versus QC , lines up perfectly with Quinn’s Law


[Note: we do not herein provide the back-up for the validation of the plot of Quinn’s Law depicted in our Fig. B. For a description of the sources, both personal to TWG and from independent accepted classical references, on the basis of which the Quinn’s Law plot was validated, see the general introduction to this Universal Published Paper Review tab.

                                                                           Conclusion.
We conclude that the results in this paper cannot be authenticated without evaluating the non-normalized raw measured data. Since the authors did not have access to Quinn’s Law when they wrote the paper, they could not have authenticated the data before attempting to rationalize it by applying the models of various origins including Ergun and Forchheimer. This inherent tendency to modify existing equations to correlate unsubstantiated empirical measurements has long since contributed to the confusion that exists in this field of study  and has had a tendency to create the false illusion that these so-called conventional equations are of some value when, in reality, they are nothing more than invalid relationships.

Moreover, even if the authors applied the classical unmodified equations of others, they could not have generated the match inherent in the Laws of Nature between the calculated pressure drops of their chosen equation and their own measured pressure drops – unless, of course, they had serendipitously, or otherwise, identified the same unique equation as that embedded in the QFFM.  Accordingly, their conclusions relating to the correlations of their data with conventional equations are based upon flawed data.


Finally, although a detailed evaluation of the experiments reported in the paper under review, including an identification and quantification of the specific variables in each fluid flow embodiment which we claim the QFFM prescribes need to be corrected, is clearly within the capability of TWG, concerns about maintaining the confidentiality of the QFFM and Quinn’s Law – which, at this time, are still proprietary - dictate that such a development is premature. 
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